;################################################################################

;

;  Title:        RTL8129 Fast Ethernet Netware Server driver

;

;  History:      V1.00  --   1997.02.26

;                V1.01  --   1997.04.18

;                V1.02  --   1997.05.09

;

;  Notes:      1.All changed codes are marked with the release date 'YY.MM.DD'.

;                In other words, you may search '90.07.12' if you want to find

;                the changed codes of a source program released on 1996.07.12,

;

;              2.Under this subdirectory, there are two driver with the same

;                name and the same version. One supports NetWare NBI function,

;                but,  another (NetWare 3.11 server driver) doesn't.

;################################################################################

;

;

;  Name:          RTFSRV.100

;

;  Version:       V1.00

;

;  Released By:   C. C. Liu

;

;  Release Date:  1997.02.26

;

;  Changed File:  RTFSRV.386

;                 DRIVER.INC

;                 RTFSRV.DEF

;

;  Reason:        New release version. (This driver supports NetWare NBI fun.)

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v4.0

;

;

;################################################################################

;

;

;  Name:          RTFSRV.100 for NetWare 3.11

;

;  Version:       V1.00

;

;  Released By:   C. C. Liu

;

;  Release Date:  1997.03.25

;

;  Changed File:  RTFSRV.386

;                 RTFSRV.DEF

;

;  Reason:        New release version.

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################

;

;

;  Name:          RTFSRV.101

;

;  Version:       V1.01

;

;  Released By:   C. C. Liu

;

;  Release Date:  1997.04.18

;

;  Changed File:  RTFSRV.386

;                 DRIVER.INC

;                 RTFSRV.DEF

;

;  Reason:

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v4.0

;

;

;################################################################################

;

;

;  Name:          RTFSRV.101 for NetWare 3.1x and 4.0x

;

;  Version:       V1.01

;

;  Released By:   C. C. Liu

;

;  Release Date:  1997.04.18

;

;  Changed File:  RTFSRV.386

;                 RTFSRV.DEF

;

;  Reason:

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################

;

;

;  Name:          RTFSRV.102

;

;  Version:       V1.02

;

;  Released By:   C. C. Liu

;

;  Release Date:  1997.05.09

;

;  Changed File:  RTFSRV.386

;                 DRIVER.INC

;                 RTFSRV.DEF

;

;  Reason:        1. When defer Tx command, must check Clear Abort Bit.

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v4.0

;

;

;################################################################################

;

;

;  Name:          RTFSRV.101 for NetWare 3.1x and 4.0x

;

;  Version:       V1.02

;

;  Released By:   C. C. Liu

;

;  Release Date:  1997.05.09

;

;  Changed File:  RTFSRV.386

;                 RTFSRV.DEF

;

;  Reason:        1. When defer Tx command, must check Clear Abort Bit.

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################

;################################################################################

;

;  Title:        RTL8139 Fast Ethernet Netware Server driver

;

;  History:      V0.01  --   1997.05.26

;                V1.00  --   1997.06.28

;

;  Notes:

;################################################################################

;

;################################################################################

;

;

;  Name:          RTSSRV.100

;

;  Version:       V1.00

;

;  Released By:   Victor

;

;  Release Date:  1997.05.28

;

;  Changed File:  RTSSRV.386

;

;  Reason:        1. Added early TX function

;                 2. Added loopback test for early throushold parameter

;                 3. Scale RX error counter to 3

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v4.0

;################################################################################

;

;

;  Name:          RTSSRV.200

;

;  Version:       V2.00

;

;  Released By:   Victor Hsu

;

;  Release Date:  1997.08.20

;

;  Changed File:  RTSSRV.386

;

;  Reason:        1.Check link change bit in isr and dynamic change analog parameter

;                 2.Add share interrupt function on 41x

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v4.0

;

;################################################################################

;

;

;  Name:          RTSSRV.250

;

;  Version:       V2.50

;

;  Released By:   Victor Hsu

;

;  Release Date:  1997.09.15

;

;  Changed File:  RTSSRV.386

;

;  Reason:        1. Restore MII0 register value when driver unload

;

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v4.0

;

;################################################################################

;

;

;  Name:          RTSSRV.260

;

;  Version:       V2.60

;

;  Released By:   Victor Hsu

;

;  Release Date:  1997.10.16

;

;  Changed File:  RTSSRV.386

;

;  Reason:

;                 1. Adjust tx threshold when tx no underrun

;                 2. Fixed cable replug in bug

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v4.0

;

       ;

;################################################################################

;

;

;  Name:          RTSSRV.260

;

;  Version:       V2.60

;

;  Released By:   Victor Hsu

;

;  Release Date:  1997.10.16

;

;  Changed File:  RTSSRV.386

;

;  Reason:        1. Add sharing interrupt

;                 2. Adjust tx threshold when tx no underrun

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################

;

;

;  Name:          RTSSRV.300

;

;  Version:       V3.00

;

;  Released By:   Victor Hsu

;

;  Release Date:  1997.10.29

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.LDI

;

;  Reason:        1. replace speed keyword to medium

;                 2.

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v4.0

;

;

;################################################################################

;

;

;  Name:          RTSSRV.300

;

;  Version:       V3.00

;

;  Released By:   Victor Hsu

;

;  Release Date:  1997.10.29

;

;  Changed File:  RTSSRV.386

;

;

;  Reason:        1. replace speed keyword to medium

;                 2.

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################

;

;  Name:          RTSSRV.310

;

;  Version:       V3.10

;

;  Released By:   Victor Hsu

;

;  Release Date:  1997.12.5

;

;  Changed File:  RTSSRV.def

;                 RTSSRV.txt

;

;  Reason:        1. Update version to 3.10

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v4.0

;

;

;################################################################################

;

;

;  Name:          RTSSRV.310

;

;  Version:       V3.10

;

;  Released By:   Victor Hsu

;

;  Release Date:  1997.12.5

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 RTSSRV.TXT

;

;  Reason:        1. Remove auto load function in reset procedure

;                 2. Replace MSMGetMicroTimer with PCIWaitISR

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################

;

;  Name:          RTSSRV.311

;

;  Version:       V3.11

;

;  Released By:   Season Chen

;

;  Release Date:  1998.3.2

;

;  Changed File:  RTSSRV.def

;                 RTSSRV.386

;

;  Reason:        1. Update parameter when cable length is changed

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v4.0

;

;############################################################################

;

;

;  Name:          RTSSRV.311

;

;  Version:       V3.11

;

;  Released By:   Season Chen

;

;  Release Date:  1998.3.2

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 RTSSRV.TXT

;

;  Reason:        1. Update parameter when cable length is changed

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;

;

;  Name:          RTSSRV.311

;

;  Version:       V3.11

;

;  Released By:   Season Chen

;

;  Release Date:  1998.3.2

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 RTSSRV.TXT

;

;  Reason:        1. Update parameter when cable length is changed

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################

;

;

;  Name:          RTSSRV.311

;

;  Version:       V3.11

;

;  Released By:   Season Chen

;

;  Release Date:  1998.3.2

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 RTSSRV.TXT

;

;  Reason:        1. Update parameter when cable length is changed

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################

;

;

;  Name:          RTSSRV.311

;

;  Version:       V3.11

;

;  Released By:   Season Chen

;

;  Release Date:  1998.3.2

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 RTSSRV.TXT

;

;  Reason:        1. Update parameter when cable length is changed

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################

;################################################################################

;

;

;  Name:          RTSSRV.320

;

;  Version:       V3.20

;

;  LDDK Version:  V5.00

;

;  Released By:   Season Chen

;

;  Release Date:  1998.5.29

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 DRIVER.INC

;                 MSM.INC

;                 ODI.INC

;                 RTSSRV.TXT

;

;  Reason:        1. Update RTSSRV.LAN to LDDK5.00.

;                 2. Modify driver's Force medium type with Nway_Force.

;                 3. Fix MLIDLineSpeed value of Configuration Space as driver

;                    is loaded on Novell testcon.

;                 4. Make sure the Bus Master bit in the PCI Configuration Space

;                    is enabled.

;                 5. Fix warning of spurious interrupts when driver is loaded on

;                    Novell SMP server.

;                 6. Clear Rx ISR right after we get in the Rx service routine.

;                 7. Set default early FIFO threshold to 64 bytes and if error

;                    occur, set early FIFO thrshold to 0.

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v5.00

;

;################################################################################

;################################################################################

;

;

;  Name:          RTSSRV.320

;

;  Version:       V3.20

;

;  LDDK Version:  V3.02

;

;  Released By:   Season Chen

;

;  Release Date:  1998.5.29

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 DRIVER.INC

;                 RTSSRV.TXT

;

;  Reason:        1. Modify driver's Force medium type with Nway_Force.

;                 2. Fix MLIDLineSpeed value of Configuration Space as driver

;                    is loaded on Novell testcon.

;                 3. Make sure the Bus Master bit in the PCI Configuration Space

;                    is enabled.

;                 4. Fix warning of spurious interrupts when driver is loaded on

;                    Novell SMP server.

;                 5. Clear Rx ISR right after we get in the Rx service routine.

;                 6. Set default early FIFO threshold to 64 bytes and if error

;                    occur, set early FIFO thrshold to 0.

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################

;

;

;  Name:          RTSSRV.321

;

;  Version:       V3.21

;

;  LDDK Version:  V5.00

;

;  Released By:   Season Chen

;

;  Release Date:  1998.8.19

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 RTSSRV.TXT

;

;  Reason:        1. Fix driver MLIDshortName bug.

;                 2. Update MSM.NLM and ETHERTSM.NLM of .EXE\41X directory

;                    for Novell SFT III V4.11 test of TESTCON V2.44

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v5.00

;

;################################################################################

;

;

;  Name:          RTSSRV.326

;

;  Version:       V3.26

;

;  LDDK Version:  V5.00

;

;  Released By:   Season Chen

;

;  Release Date:  1998.11.2

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 RTSSRV.TXT

;                 RTSSRV.LDI

;

;  Reason:        1. Tx Threshold is adaptive by Packet UnderRun and collision

;                    number.

;                 2. Make sure the IO and Memory Enable bit in the PCI Configuration

;                    Space is enabled.

;                 3. Update the RTL8139 K version cable length 7 parameter.

;                 4. Update the RTSSRV.LDI for Testcon v2.47

;

  5. Add exe\41x\rtssrv.ldi file for driver auto load from

;

     install module

  


;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v5.00

;

;################################################################################

;################################################################################

;

;

;  Name:          RTSSRV.326

;

;  Version:       V3.26

;

;  LDDK Version:  V3.02

;

;  Released By:   Season Chen

;

;  Release Date:  1998.11.2

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 RTSSRV.TXT

;

;  Reason:        1. Tx Threshold is adaptive by Packet UnderRun and collision

;                    number.

;                 2. Make sure the IO and Memory Enable bit in the PCI Configuration

;                    Space is enabled.

;                 3. Update the RTL8139 K version cable length 7 parameter.

;                 4. Fix driver MLIDshortName bug.

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################

;

;

;  Name:          RTSSRV.327

;

;  Version:       V3.27

;

;  LDDK Version:  V5.00

;

;  Released By:   Season Chen

;

;  Release Date:  1999.01.28

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 RTSSRV.TXT

;                 RTSSRV.LDI

;

;  Reason:        1. Modify the Medium keyword to MediumType to fix the 

;                    problem of INETCFG.NLM installation

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v5.00

;

;################################################################################

;

;

;  Name:          RTSSRV.327

;

;  Version:       V3.27

;

;  LDDK Version:  V3.02

;

;  Released By:   Season Chen

;

;  Release Date:  1999.01.28

;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 RTSSRV.TXT

;

;  Reason:        1. Modify the Medium keyword to MediumType to fix the 

;                    problem of INETCFG.NLM installation.

;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################ #

;

;

;  Name:          RTSSRV.328
;

;  Version:       V3.28
;

;  LDDK Version:  V3.02

;

;  Released By:   Clifford Chiang
;

;  Release Date:  2000.03.02
;

;  Changed File:  RTSSRV.386

;                 RTSSRV.DEF

;                 RTSSRV.TXT
  RTSSRV.LDI

;

;  Reason:      Make RTSSRV.lan recognize device ID 0x8138 for RTL8139B CardBus Card
;

;  Comment:       Compiler : 386asmp.exe

;                 Linker   : nlmlinkr.exe

;                 LDDK     : v3.02

;

;################################################################################



